
• The metal-to-metal contact between the head and holder 
  well seals the entire system, combined with the extended 
  shaft and sealed glue, which withstands the high coolant 
  pressure up to 140 bar.
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Modular Head and Tool Holder
for Swiss Type Machine

• The modular design ensures high repeatability, 
  allowing the head to be exchanged in just 15 seconds.
• No more tool length reset after changing the modular 
  head, saving tool change time and machine downtime.
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Tool change time (sec.)
100806040200

Traditional
holder

NineSwiss

98 
sec

15
sec

Insert replacement + Tool set-up + 
Holder assembly  

Insert replacement + Holder assembly 

• The head is located on a V-block and an extended shaft 
  to provide rigidity and repeatability. 
• Its cutting performance matches or surpasses that of 
  solid-type indexable turning tools.  
• Tool length and the height of the cutting edge are 
  consistently maintained while changing modular heads, 
  with a high position repeatability of ±0.02 mm. 

Max. 140 bar

Holder
Head



Modular Head and Tool Holder - DM Series

Quick and Precise 
Tool Length Positioning

The Innovative Clamping Mechanism

Traditional

Tool 
holder

Tool 
shank

Screw

NineSwiss

Tool 
holder

Tool 
head

Screw

Clamping

Positioning Pos
itio

nin
g

The precision-ground "Diamond shape" makes perfect 
contact with the V-block inside the tool holder, 
creating an exceptionally stable and gap-free rigid lock.
While the screw is tightened, it pulls the modular head 
back into the holder. 
It ensures the X, Y, and Z axes positions, completely 
eliminating the backlash that exist in traditional 
clamping methods.

• The diamond-shaped

• Eccentric Mechanism

Clamping

The tapered 
hole center line The screw 

hole center 
line

nnovative Clamping Mechanism

Extended Shaft

Conical Hole

Diamond-shaped Shank

Hardened and fine-tuned, TiN coated
M5 Clamping Screw

Z

Y

X

A grade 12.9 high-strength 
clamping screw combined with 
a precision-milled tapered front 
ensures superior concentricity 
and stable contact under high 
tightening torque.
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NineSwiss DM Series

DM12-ER11

SL20-DM12-56H

DM12-1216R-85H
DM12-1616R-85H

DM12-C1SCR02125

DM12-SDJCR-0625-11

DM12-SCJCR-0625-09

DM12-SVJCR-0625-11

DM12-SVJBR-0625-11

B

C

Square Shank

Cylindrical Shank

For 
Turning

For 
Parting

For 
ER Collet 
Adapter
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Modular Head and Tool Holder - DM Series

Modular Head
for Turning >>

Modular Head 
for Parting >>

Fig. 1 Fig. 2
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*Torque screwdriver is recommended.

Fig. Parts No. Type θ L F WF H ISO Insert Screw Key

1 00-N-C530022 DM12-SVJBR-0625-11 93°

25 6 16 6

VBGT110304 *NS-25060 / 0.9Nm NK-T7

2 00-N-C560069 DM12-SVJCR-0625-11 93° VCGT110304 *NS-25060 / 0.9Nm NK-T7

3 00-N-C560070 DM12-SCJCR-0625-09 95° CCGT09T304 NS-35080 / 2.5Nm NK-T15

4 00-N-C530023 DM12-SDJCR-0625-11 93° DCMT11T304 NS-35080 / 2.5Nm NK-T15

- 3 -

Parts No. Type HF S L WF F Cut dia. Reference Insert

00-N-C5O0149 DM12-CISCR02125 12 2 25 26 6 25 N9C1020N0002-NC2032 
N9C1020N0002-XP9001



Parts No. Type L W H
M5 Clamping Screw Coolant Plug Screw

Parts No. Key Parts No. Key

00-N-C530021 DM12-1216R-85H
85

12
16 NS-50012 / 5.5Nm NK-LW3LL NS-PT0125-7L / 50NL m NK-LW5LL

00-N-C620018 DM12-1616R-85H 16

Modular Head and Tool Holder - DM Series

L W

H

M5 
Clamping Screw

Coolant Plug Screw
1/8 PT Thread

Ø
D

A

A

ØD

L

M5 
Clamping Screw Coolant Plug Screw

1/8 PT Thread

Square Shank >>
For modular heads and 
ER collet adapter

Cylindrical Shank >>
For modular heads and 
ER collet adapter

Parts No. Type L A ØD
M5 Clamping Screw Coolant Plug Screw

Parts No. Key Parts No. Key

00-N-C590120 SL20-DM12-56H 56 19 20 NS-50012 / 5.5Nm NK-LW3LL NS-PT0125-7L / 50NL m NK-LW5LL

M13xP0.75

ER11

16

Parts No. Type

DM12-ER1100-C560074

Tool Holder

ER Collet
Adapter >>

- 4 -



• Solid Carbide Shank

Boring Bar and Tool Holder - DL Series

Internal Boring Bar

Boring Bar Tool Holder

Tool Holder

Ø
d

Ø3

Ø
DA

3
6

R2
±0

.01A

M6xP1.0

Mark

L

L1 L2

M M Ball-End Screw:

Screw

Tool
shank

A ball-ended screw locks into a 
spherical dimple on the tool shank.

A set screw locks with 
laterally on the tool shank.

Screw

Tool
shank

* Subject to change without notice. ©Jimmore Internation Corp. 202609
Always Better

Parts No. Type ØD Ød L1 ±0.05 L2 L ±0.05 Insert TypeTT Screw Key

00-99862-DL06-0500W DL06-0500W-070L-CC03 6 -0.001
-0.006 5.0 32.7

10 70 CC...03
NS-16030
0.4Nm

NK-T6
00-99862-DL06-0550W DL06-0550W-070L-CC03 6 -0.001

-0.006 5.5 34.5

00-99862-DL06-0600W DL06-0600W-070L-CC03 6 -0.001
-0.006 6.0 36.2

00-99862-DL06-0650W DL06-0650W-070L-CC03 6 -0.001
-0.006 6.5 38.0

00-99862-DL08-0700W DL08-0700W-085L-CC04 8 -0.001
-0.006 7.0 42.8

12 85 CC...04
NS-20036
0.6Nm

NK-T600-99862-DL08-0750W DL08-0750W-085L-CC04 8 -0.001
-0.006 7.5 44.6

00-99862-DL08-0800W DL08-0800W-085L-CC04 8 -0.001
-0.006 8.0 46.0

00-99862-DL10-0900W DL10-0900W-085L-CC06 10 -0.003
-0.008 9.0 52.0 14 85

CC...06
NS-25045
0.9Nm

NK-T7
00-99862-DL10-1000W DL10-1000W-088L-CC06 10 -0.003

-0.008 10.0 55.0 14 88

Parts No. Type ØD -0.003
-0.008 Ød L1 ±0.05 L2 L ±0.05 A M Ball-End

Screw Key

00-99860-DL06-20 SL20-DL06-80L 20 6 +0.006
+0.001 12 10

80 19

M6 NS-60060
6.0Nm NK-LW3LL

00-99860-DL08-20 SL20-DL08-80L 20 8 +0.006
+0.001 14 12

00-99860-DL10-20 SL20-DL10-80L 20 10 +0.008
+0.003 15 14

00-99860-DL06-22 SL22-DL06-80L 22 6 +0.006
+0.001 12 10

80 2100-99860-DL08-22 SL22-DL08-80L 22 8 +0.006
+0.001 14 12

00-99860-DL10-22 SL22-DL10-80L 22 10 +0.008
+0.003 15 14

*Torque screwdriver is recommended.
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